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O V E R V I E W  O F  C H I R O N  S E R I E S

High speed machining centres 
for small workpieces

Powerful milling centre
with compact design

High speed manufacturing
for low workpiece cost

Quicker milling for medium and large
batch production

High speed machining 
and heavy cutting

Productive, universal machining
for small and medium batch production

Highly efficient machining for 
medium-sized and large workpieces

Customized solutions 
for machining wheel rims
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SERIES 08 SERIES 08
MAGNUM

SERIES 12 SERIES 15 SERIES 18 SERIES 28 SERIES MILL SERIES WM

S = 

machine

with fixed table

W = 

machine

with workpiece changer

L = 

machine

with long bed

FZ = 

single spindle

machine

DZ = 

twin spindle

machine

TZ =

Deep-drilling 

machining centre 

K = 

machine

with chain magazine

MPS =

Multiple Profile

System

Five Axis =

five axis machining

WM =

Wheel machining

CHIRON FLEXLINE
Flexible machining centre which reduces downtimes, setup times and personnel expenses 
and improves productivity and quality

The FLEXLINE series stands out due to its high system output and significant advantages compared to 

transfer lines and special machines. FLEXLINE is based on the principle of integrated interlinkage. This

machining system consists of three to eight very quick single-spindle and twin-spindle machining 

centres in linear arrangement. It also has a workpiece input/output station and an integrated NC 

loading and unloading robot. With this highly productive solution, it is possible to carry out parallel

production of a suitable family of parts or sequential machining of complex workpieces requiring a

large amount of work over more than one machining centre.

CHIRON FLEXCELL DUO
The CHIRON FLEXCELL DUO integrates two machining centres,

including a robot, as well as a magazine with material pallets,

to form an efficient solution for 6-side complete machining:

• Two independently utilisable high-perfomance machining
centres, which can each be scaled from the FZ 08 W MAGNUM
to FZ/DZ 12K W, or a combination of these

• Automation costs cut in two

• Each of the centres can be set-up during machining

• Loading and unloading during machining of each centre
with the same or different workpieces

• Large part magazine with 15 pallets, which can be indivi-
dually organized, and intelligent material management

• Minimum spatial requirements (3.2 x 3.5 m)

For manual workpiece transport 

without interlinkage, CHIRON offers the 

LEAN Concept.
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Travel X-Y-Z from 300-250-250 mm Travel X-Y-Z from 450-270-310 mm Travel X-Y-Z  from 550-300-360 mm Travel X-Y-Z from 550-400-360 mm Travel X-Y-Z from 630-400-400 mm Travel X-Y-Z from 2,000-630-630 mm Travel X-Y-Z from 800-500-550 mm Travel X-Y-Z from 550-470-425 mm
Extended travel Z up to 280 mm Extended travel Y-Z up to 400-425 mm Extended travel X-Z 730-425 mm Extended travel X-Y-Z up to 2,800-520-630 mm Extended travel X-Y-Z up to 8,000-630-800 mm Extended travel X-Y-Z up to 8,000-840-715 mm Extended travel X-Y-Z up to 800-550-630 mm
Power up to 7.4 kW Power up to 14 kW Power up to 18 kW Power up to 28 kW Power up to 31.5 kW Power up to 38 kW Power up to 47.2 kW Power up to 18 kW
Tool taper HSK-A 32 Tool taper HSK-A 32 / HSK-A 40 Tool taper SK 30 / HSK-A 50 / ISO/CAT 40 / HSK-A 63 Tool taper ISO/CAT 40 / HSK-A 63 Tool taper ISO/CAT 40 / HSK-A 63 Tool taper ISO/CAT 50 / HSK-A 100 Tool taper ISO/CAT 40 / HSK-A 63 Tool taper ISO/CAT 40 / HSK-A 63
Number of tools max. 12 Number of tools max. 12 / 40 / 273 Number of tools max. 20 / 64 / 240 / 2 x 32 / 2 x 118 Number of tools max. 20 / 48 / 189 / 2 x 24 / 2 x 81 Number of tools max. 20 / 60 / 197 / 2 x 14 / 2 x 30 / 2 x 85 Number of tools max. 60 / 2 x 24 Number of tools max. 20 / 60 / 165 Number of tools max. 20
Chip-to-chip time approx. 1.3 s Chip-to-chip time approx. 1.3 s / approx. 2.1 s Chip-to-chip time approx. 1.9 s / approx. 2.1 s Chip-to-chip time approx. 1.7 s / 1.9 s Chip-to-chip time approx. 1.9 s / 2.4 s Chip-to-chip time approx. 3.9 s Chip-to-chip time approx. 1.9 s / 2.5 s Chip-to-chip time approx. 1.9 s
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